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CHURCHES OF CHRIST - DISASTER RESPONSE TEAM

NEW WAREHOUSE
9315 STATE ROUTE 202

TIPP CITY, OHIO 45371

VICINITY MAP

SCALE: NTS

AERIAL MAP

SCALE: NTS

GENERAL SITE PLAN

SCALE: NTS

PROJECT TEAM

OWNER'S REPRESENTATIVE:

FULL NAME

CHURCHES OF CHRIST DRT

9285 SOUTH STATE ROUTE 202

TIPP CITY, OHIO 45371

(937) 308-7593

Churchesofchrist@gmail.com

www.chirchofchristdrt.org

ELECTRICAL ENGINEER:

ROBERT R. RUDOLPH, PE

PE SERVICES ON BEHALF OF GARBER ELECTRIC

9 NORTH BROADWAY

LEBANON, OHIO 45036

(513) 836-3810

Robert@pe-services.com

www.pe-services.com

MECHANICAL ENGINEER:

JEFF WETZEL, PE

L2 ENGINEERING ON BEHALF OF WATKEM

7949 WASHINGTON WOODS DRIVE

DAYTON, OHIO 45459

(937) 361-6731

EMAIL ADDRESS

www.ltwoe.com

STRUCTURAL ENGINEER:

ADAM M. KNOUS, PE

SAFETY THROUGH ENGINEERING

9363 DETRICK JORDAN PIKE

NEW CARLISLE, OHIO 45344

(937) 964-1900

adamknous@ste4u.com

www.ste4u.com

CIVIL ENGINEER:

MICHAEL W. COZATT, PE

COZATT ENGINEERING COMPANY

1100 WAYNE STREET SUITE 1140

TROY, OHIO 45373

(937) 339-2921

cozattengineering@gmail.com

...

GENERAL CONTRACTOR:

B.J. ENRSTHAUSEN, VP OF PROJECT MGMT.

BRUNS GENERAL CONTRACTING

3050 TIPP-COWLESVILLE ROAD

TIPP CITY, OHIO 45371

(937) 339-2300

BJErnsthausen@brunsgc.com

www.brunsgc.com

PROJECT DESCRIPTION
THE SCOPE OF THIS PROJECT INCLUDES THE CONSTRUCTION OF A NEW BUILDING FOR THE USE OF 
STORAGE AND RECORDS. GOODS TO BE STORED WILL BE HOME GOODS, CLOTHING, AND NONPERISHABLE 
FOOD ITEMS. NO HAZARDOUS MATERIALS IN ANY SIGNIFICANT QUANTITY IS ANTICIPATED.
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BUILDING CODE
INFORMATION

G-002

BUILDING CODE REVIEW

OHIO BUILDING CODE 2024:

CHAPTER 1: SCOPE AND ADMINISTRATION

1. PROJECT IS LOCATED IN MIAMI COUNTY AND FALLS UNDER THE AUTHORITY OF THE MIAMI COUNTY 
BUILDING DEPARTMENT.

2. PER SECTION 104.11 - "ALTERNATIVE MATERIALS, DESIGN AND METHODS OF CONSTRUCTION AND 
EQUIPMENT": WHERE THE ALTERNATIVE MATERIAL, DESIGN OR METHOD OF CONSTRUCTION IS NOT 
APPROVED, THE BUILDING OFFICIAL SHALL RESPOND IN WRITING, STATING THE REASONS WHY THE 
ALTERNATIVE WAS NOT APPROVED.

3. PER SECTION 107.3.4 - "DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE": FOR THIS PARTICULAR PROJECT 
THE STRUCTURAL ENGINEER IS THE ACTING REGISTERED DESIGN PROFESSIONAL IN RESPONSIBLE 
CHARGE (RDPRC). THE RDPRC IS RESPONSIBLE FOR REVIEWING AND COORDINATING SUBMITTAL 
DOCUMENTS PREPARED BY OTHERS INCLUDING PHASED AND DEFERRED SUBMITTALS, FOR COMPATIBILITY 
WITH THE DESIGN OF THE BUILDING.

4. SECTION 109 - "FEES": ARE THE RESPONSIBILITY OF THE APPLICANT. FOR THIS PARTICULAR PROJECT THE 
GENERAL CONTRACOTR IS THE ACTING APPLICANT.

CHAPTER 3: USE AND OCCUPANCY CLASSIFICATION

1. SECTION 302 - "CLASSIFICATION":
• NEW: B [3,147 S.F.] & F-1 [11,228 S.F.] MIXED-USE

2. CLASSIFICATION DESCRIPTION:
• B (BUSINESS) = OFFICE AND RECORDS
• S-1 (MODERATE-HAZARD STORAGE) = CLOTHING, CARDBOARD, & BOOTS AND SHOES

CHAPTER 4: SPECIAL DETAILED REQUIREMENTS BASED ON USE AND OCCUPANCY

1. NO APPLICABLE REQUIREMENTS.

CHAPTER 5: GENERAL BUILDING HEIGHTS AND AREAS

1. PER TABLE 504.3 - "ALLOWABLE BUILDING HEIGHT IN FEET ABOVE GRADE PLANE":
• OCCUPANCY REQUIREMENTS ACTUAL
• B & S 55 FT 21 FT

2. PER TABLE 504.4 - "ALLOWABLE NUMBER OF STORIES ABOVE GRADE PLANE":
• OCCUPANCY REQUIREMENTS ACTUAL
• B 3 STORIES 1 STORY
• S-1 2 STORIES

3. PER TABLE 506.2 - "ALLOWABLE AREA IN SQUARE FEET":
• OCCUPANCY REQUIREMENTS ACTUAL
• B 23,000 S.F. 14,375 S.F.
• S-1 17,500 S.F.

CHAPTER 6: TYPES OF CONSTRUCTION
1. PER SECTION 602 - "CONSTRUCTION CLASSIFICATION":

• TYPE IIB - UNPROTECTED NONCOMBUSTIBLE MATERIALS EXCEPT AS PERMITTED BY SECTION 603.
2. PER TABLE 601 - "FIRE-RESISTANCE RATING REQUIREMENTS FOR BUILDING ELEMENTS (HOURS)

• BUILDING ELEMENT RATING
• PRIMARY STRUCTURAL FRAMEf 0c

• BEARING WALLS - EXTERIORe,f 0
• BEARING WALLS - INTERIOR 0
• NONBEARING WALLS AND PARTITIONS - INTERIORd 0
• FLOOR CONSTRUCTION & STRUCTURAL MEMBERS 0
• ROOF CONSTRUCTION & STRUCTURAL MEMBERS 0

a. NOTE c: IN ALL OCCUPANCIES, HEAVY TIMBER COMPLYING WITH SECTION 2304.11 SHALL BE 
ALLOWED IN ROOF CONSTRUCTION, INCLUDING PRIMARY STRUCTURAL FRAME MEMBERS 
WHERE A 1-HOUR OR LESS FIRE-RESISTANCE RATING IS REQUIRED.

b. NOTE e: NOT LESS THAN THE FIRE RESISTANCE RATING BASED ON THE FIRE SEPERATION 
DISTANCE ( SEE TABLE 705.5).

c. NOTE f: NOT LESS THAN THE FIRE RESISTANCE RATING AS REFERENCED IN SECTION 704.10.

CHAPTER 7: FIRE AND SMOKE PROTECTION FEATURES
1. PER SECTION 704.10 - "EXTERIOR STRUCTURAL MEMBERS": LOAD-BEARING STRUCTURAL MEMBERS 

LOCATED WITHIN THE EXTERIOR WALLS OR ON THE OUTSIDE OF A BUILDING OR STRUCTURE SHALL BE 
PROVIDED WITH THE HIGHEST FIRE-RESISTANCE RATING AS DETERMINED IN ACCORDANCE WITH THE 
FOLLOWING:
• AS REQUIRED BY TABLE 601 FOR THE TYPE OF BUILDING ELEMENT BASED ON THE TYPE OF 

CONSTRUCTION OF THE BUILDING.
• AS REQUIRED BY TABLE 601 FOR EXTERIOR BEARING WALLS BASED ON THE TYPE OF 

CONSTRUCTION.
• AS REQUIRED BY TABLE 705.5 FOR EXTERIOR WALLS BASED ONT HE FIRE SEPARATION DISTANCE.

2. PER TABLE 705.5 - "FIRE-RESISTANCE RATING REQUIREMENTS FOR EXTERIOR WALLS BASED ON FIRE 
SEPARATION DISTANCEa,d,g":
• FIRE SEPARATION DIST. RATING (HOURS) APPLICABLE
• X < 5 FTb 1 (B) | 2 (S-1) NO | NO
• 5 <= X <10 FT 1 (B & S-1) NO
• 10 <= X < 30 FT 0 (B & S-1) YES
• 30 <= X 0 (B & S-1) YES

a. NOTE a: LOAD-BEARING EXTERIOR WALLS SHALL ALSO COMPLY WITH THE FIRE-RESISTANCE 
RATING REQUIREMENTS OF TABLE 601.

b. NOTE b: SEE SECTION 706.1.1 FOR PARTY WALLS.
c. NOTE d: THE FIRE-RESISTANCE RATING OF AN EXTERIOR WALL IS DETERMINED BASED UPON 

THE FIRE SEPARATION OF THE EXTERIOR WALL AND THE STORY IN WHICH THE WALL IS 
LOCATED.

d. NOTE g: WHERE TABLE 705.8 PERMIT NONBEARING EXTERIOR WALLS WITH UNLIMITED AREA 
OF UNPROTECTED OPENINGS, THE REQUIRED FIRE-RESISTANCE RATING FOR THE 
EXTERIOR WALL IS 0 HOURS.

3. PER SECTION 706 - "FIRE WALLS": NOT APPLICABLE TO THIS PROJECT.
4. PER SECTION 707 - "FIRE BARRIERS": FIRE BARRIERS INSTALLED AS REQUIRED ELSEWHERE IN THIS CODE 

OR THE OHIO FIRE CODE SHALL COMPLY WITH THIS SECTION.
• PER SECTION 707.3.10 - "FIRE AREAS": THE FIRE BARRIERS, FIRE WALLS, HORIZONTAL ASSEMBLIES 

OR COMBINATIONS THEREOF SEPARATING A SINGLE OCCUPANCY INTO DIFFERENT FIRE AREAS 
SHALL HAVE A FIRE-RESISTANCE RATING OF NOT LESS THAN THAT INDICATED IN TABLE 707.3.10. 
THE FIRE BARRIERS, FIRE WALLS, HORIZONTAL ASSEMBLIES OR COMBINATIONS THEREOF 
SEPARATING FIRE AREAS OF MIXED OCCUPANCIES SHALL HAVE A FIRE-RESISTANCE RATING OF 
NOT LESS THAN THE HIGHEST VALUE INDICATED IN TABLE 707.3.10 FOR THE OCCUPANCIES UNDER 
CONSIDERATION.

• PER TABLE 707.3.10 - "FIRE-RESISTANCE RATING REQUIREMENTS FOR FIRE BARRIERS, FIRE WALLS 
OR HORIZONTAL ASSEMBLIES BETWEEN FIRE AREAS":
a. OCCUPANCY GROUP RATING (HOURS)
b. S-1 3 <- CONTROLS
c. B 2

• PER SECTION 707.5 - "CONTINUITY": FIRE BARRIERS SHALL EXTEND FROM THE TOP OF THE 
FOUNDATION OR FLOOR/CEILING ASSEMBLY BELOW TO THE UNDERSIDE OF THER FLOOR OR ROOF 
SHEATHING, SLAB OR DECK ABOVE AND SHALL BE SECURELY ATTACHED THERETO. SUCH FIRE 
BARRIERS SHALL BE CONTINUOUS THROUGH CONCEALED SPACE, SUCH AS THE SPACE ABOVE A 
SUSPENDED CEILING. JOINTS AND VOIDS AT INTERSECTIONS SHALL COMPLY WITH SECTION 707.8 
AND 707.9.

• PER SECTION 707.6 - "OPENINGS": OPENINGS IN A FIRE BARRIER SHALL BE PROTECTED IN 
ACCORDANCE WITH SECTION 716. OPENINGS SHALL BE LIMITED TO A MAXIMUM AGGREGATE WIDTH 
OF 25 PERCENT OF THE LENGTH OF THE WALL, AND THE MAXIMUM AREA OF ANY SINGLE OPENING 
SHALL NOT EXCEED 156 SQUARE FEET. OPENINGS IN ENCLOSURES FOR EXIT ACCESS STAIRWAYS 
AND RAMPS, INTERIOR EXIT STAIRWAYS AND RAMPS AND EXIT PASSAGEWAYS SHALL ALSO COMPLY 
WITH SECTION 1019, 1023.4, AND 1024.5 RESPECTIVELY. THE AGGREGATE OPENING WIDTH IS 3 FT OF 
THE 125'-6 5/8" WALL (~2.4%). THE MAXIMUM AREA OF ANY OPENING IN THE WALL IS 21 SQUARE 
FEET.

5. PER SECTION 708 - "FIRE PARTITIONS": CORRIDOR WALLS AS REQUIRED BY SECTION 1020.3.
• PER SECTION 708.3 - "FIRE-RESISTANCE RATINGS": FIRE PARTITIONS SHALL HAVE A FIRE-

RESISTANCE RATING OF NOT LESS THAN 1-HOUR.
• PER SECTION 708.4 - "CONTINUITY": FIRE PARTITIONS SHALL EXTEND FROM THE TOP OF THE 

FOUNDATION OR FLOOR/CEILING ASSMBLY BELOW AND BE SECURELY ATTACHED TO ONE OF THE 
FOLLOWING:
a. THE UNDERSIDE OF THE FLOOR OR ROOF SHEATHING, DECK OR SLAB ABOVE.
b. THE UNDERSIDE OF A FLOOR/CEILING OR ROOF/CEILING ASSEMBLY HAVING A FIRE 

RESISTANCE RATING OF THE FIRE PARTITION.
• PER SECTION 708.6 - "OPENINGS": OPENINGS IN A FIRE PARTITION SHALL BE PROTECTED IN 

ACCORDANCE WITH SECTION 716.
6. PER TABLE 716.1(2) - "OPENING FIRE PROTECTION ASSEMBLIES, RATINGS AND MARKINGS":

• ASSEMBLY WALL RATING FIRE DOOR GLAZING RATING
• FIRE BARRIER 3 HOUR 3 HOUR 3 HOUR
• FIRE PARTITION 1 HOUR 20 MIN 45 MIN

BUILDING CODE REVIEW (CONT'D)

CHAPTER 9: FIRE PROTECTION AND LIFE SAFETY SYSTEMS
1. PER SECTION 903.2.9 - "AUTOMATIC SPRINKLER SYSTEMS - GROUP S-1": AN AUTOMATIC SPRINKLER SYSTEM 

SHALL BE PROVIDED THROUGHOUT ALL BUILDINGS CONTAINING A GROUP S-1 OCCUPANCY WHERE ONE OF 
THE FOLLOWING CONDITIONS EXIST:
• A GROUP S-1 FIRE AREA EXCEEDS 12,000 S.F. - NO
• A GROUP S-1 FIRE AREA IS LOCATED MORE THAN THREE STORIES ABOVE GRADE PLAN. - NOT 

APPLICABLE
• THE COMBINED AREA OF ALL GROUP S-1 FIRE AREAS ON ALL FLOORS, INCLUDING ANY MEZZANINES, 

EXCEEDS 24,000 S.F. - NO
• AN AUTOMATIC SPRINKLER SYSTEM IS NOT REQUIRED PER SECTION 903.2.9.

2. PER SECTION 903.2.11 - "SPECIFIC BUILDING AREAS AND HAZARDS": IN ALL OCCUPANCIES OTHER THAN 
GROUP U, AN AUTOMATIC SPRINKLER SYSTEM SHALL BE INSTALLED FOR BUILDINGS DESIGN OR HAZARDS IN 
THE LOCATIONS SET FORTH IN SECTION 903.2.11.1 THROUGH 903.2.11.6.
• PER SECTION 903.2.11.1 - "STORIES WITHOUT OPENINGS": AN AUTOMATIC SPRINKLER SYSTEM SHALL 

BE INSTALLED THROUGHOUT ALL STORIES, INCLUDING BASEMENTS, OF ALL BUILDINGS WHERE THE 
FLOOR AREA EXCEEDS 1,500 SQUARE FEET AND WHERE THE STORY DOES NOT COMPLY WITH THE 
FOLLOWING CRITERIA FOR EXTERIOR WALL OPENINGS:
a. OPENINGS BELOW GRADE THAT LEAD DIRECTLY TO GROUND LEVEL BY AN EXTERIOR 

STAIRWAY COMPLYING WITH SECTION 1011 OR AN OUTSIDE RAMP COMPLYING WITH SECTION 
1012. OPENINGS SHALL BE LOCATED IN EACH 50 LINEAR FEET, OR FRACTION THEREOF, OF 
EXTERIOR WALL IN THE STORY ON NOT FEWER THAN ONE SIDE. THE REQUIRED OPENINGS 
SHALL BE DISTRIBUTED SUCH THAT THE LINEAL DISTANCE BETWEEN ADJACENT OPENINGS 
DOES NOT EXCEED 50 FEET. - NOT APPLICABLE AS NO BELOW GRADE STORY EXISTS.

b. OPENINGS ENTIRELY ABOVE THE ADJOINING GROUND LEVEL TOTALING NOT LESS THAN 20 
SQUARE FEET IN EACH 50 LINEAR FEET, OR FRACTION THEREOF, OF EXTERIOR WALL IN THE 
STORY ON NOT FEWER THAN ONE SIDE. THE REQUIRED OPENINGS SHALL BE DISTRIBUTED 
SUCH THAT THE LINEAL DISTANCE BETWEEN ADJACENT OPENINGS DOES NOT EXCEED 50 
FEET. THE HEIGHT OF THE BOTTOM OF THE CLEAR OPENING SHALL NOT EXCEED 44 INCHES 
MEASURED FROM THE FLOOR. - APPLICABLE, OPENINGS NOT LESS THAN 20 SQUARE FEET 
AND SPACED AT 50 LINEAL FEET OR LESS HAVE BEEN PROVIDED ON AT LEAST ONE SIDE, 
WEST ELEVATION.

• PER SECTION 903.2.11.1.1 - "OPENING DIMENSIONS AND ACCESS": OPENINGS SHALL HAVE A MINIMUM 
DIMENSION OF NOT LESS THAN 30 INCHES. ACCESS TO SUCH OPENING SHALL BE PROVIDED FOR THE 
FIRE DEPARTMENT FROM EXTERIOR AND SHALL NOT BE ONSTRUCTED IN A MANNER SUCH THAT FIRE 
FIGHTING OR RESCUE CANNOT BE ACCOMPLISHED FROM THE EXTERIOR. - ALL OPENING ALONG THE 
EXTERIOR EXCEED THE MINIMUM 30 INCH THRESHOLD AS REQUIRED.

• PER SECTION 903.2.11.1.2 - "OPENINGS ON ONE SIDE ONLY": WHERE OPENINGS IN A STORY ARE 
PROVIDED ON ONE SIDE ONLY AND THE OPPOSITE WALL OF SUCH STORY IS MORE THAN 75 FEET 
FROM SUCH OPENING, THE STORY SHALL BE EQUIPPED THROUGHOUT WITH AN AUTOMATIC 
SPRINKLER SYSTEM, OR OPENING SHALL BE PROVIDED ON NOT FEWER THAN TWO SIDES OF THE 
STORY. - OPENINGS HAVE BEEN PROVIDED ON ALL SIDES OF THE STORY.

• 903.2.11.1.3 - "BASEMENTS": WHERE ANY PORTION OF A BASEMENT IS LOCATED MORE THAN 75 FEET 
FROM OPENINGS REQUIRED BY SECTION 903.2.11.1 OR WHERE WALLS, PARTITIONS OR OTHER 
OBSTRUCTIONS ARE INSTALLED THAT RESTRICT THE APPLICATION OF WATER FROM HOSE 
STREAMS, THE BASEMENT SHALL BE EQUIPPED THROUGHOUT WITH AN APPROVED AUTOMATIC 
SPRINKLER SYSTEM. - BUILDING DOES NOT HAVE A BASEMENT STORY.

• AN AUTOMATIC SPRINKLER SYSTEM IS NOT REQUIRED PER SECTION 903.2.11.
3. PER SECTION 906 - "PORTABLE FIRE EXTINGUISHERS": PORTABLE FIRE EXTINGUISHERS SHALL BE INSTALLED 

AS REQUIRED PER NFPA 10, REFER TO LIFE SAFETY PLAN FOR ADDITIONAL INFORMATION REGARDING 
INSTALLATION. THE OWNER SHALL BE RESPONSIBLE FOR PROVIDING AND INSTALLATION OF PORTABLE FIRE 
EXTINGUISHERS AS REQUIRED.

4. PER SECTION 907 - "FIRE ALARM AND DETECTION SYSTEMS": THIS SECTION COVERS THE APPLICATION, 
INSTALLATION, PERFORMANCE AND MAINTENANCE OF FIRE ALARM SYSTEMS AND THEIR COMPONENTS.
• PER SECTION 907.2.2 - "GROUP B": A MANUAL FIRE ALARM SYSTEM, WHICH ACTIVATES THE 

OCCUPANT NOTIFICATION SYSTEM IN ACCORDANCE WITH SECTION 907.5, SHALL BE INSTALLED IN 
GROUP B OCCUPANCIES WHERE ONE OF THE FOLLOWING CONDITIONS EXISTS:
a. THE COMBINED GROUP B OCCUPANT LOAD OF ALL FLOORS IS 500 OR MORE. - NO
b. THE GROUP B OCCUPANT LOAD IS MORE THAN 100 PERSONS ABOVE OR BELOW THE LOWEST 

LEVEL OF EXIT DISCHARGE. - NOT APPLICABLE
c. THE FIRE AREA CONTAINS AN AMBULATORY CARE FACILITY. - NO
d. A FIRE ALARM AND DETECTION SYSTEM IS NOT REQUIRED PER SECTION 907.2.2.

5. PER SECTION 910 - "SMOKE AND HEAT REMOVAL": WHERE REQUIRED BY THIS CODE, SMOKE AND HEAT 
VENTS OR MECHANICAL SMOKE REMOVAL SYSTEMS SHALL CONFORM TO THE REQUIREMENTS OF THIS 
SECTION.
• PER SECTION 910.2.1 - "GROUP F-1 OR S-1" SMOKE AND HEAT VENTS INSTALLED IN ACCORDANCE 

WITH SECTION 910.3 OR A MECHANICAL SMOKE REMOVAL SYSTEM INSTALLED IN ACCORDANCE WITH 
SECTION 910.4 SHALL BE INSTALLED IN BUILDINGS AND PORTIONS THEREOF USED AS A GROUP F-1 
OR S-1 OCCUPANCY HAVING MORE THAN 50,000 SQUARE FEET OF UNDIVIDED AREA. - S-1 AREA DOES 
NOT MEET THIS REQUIREMENT THEREFORE SMOKE AND HEAT REMOVAL NOT REQUIRED.

CHAPTER 8: INTERIOR FINISHES
1. PER TABLE 803.13 - "INTERIOR WALL AND CEILING FINISH REQUIREMENTS BY OCCUPANCY":

• AREA CLASS (OCCUPANCY)
• INTERIOR EXIT STAIRWAY, RAMPS & PASSAGEWAYS A (B) | B (S)
• CORRIDORS AND ENCLOSURES FOR EXIT ACCESS B (B) | B (S)
• ROOMS AND ENCLOSED SPACES C (B) | C (S)

CHAPTER 10: MEANS OF EGRESS
1. PER TABLE 1004.5 - "MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT":

• MAX FLOOR AREA ALLOWANCE FACTOR OCCUPANTS
• ACCESSORY STORAGE, MECH AND EQUIP = 300 GROSS = 2 (652 S.F.)
• ASSEMBLY UNCONCENTRATED (TABLES & CHAIRS) = 15 NET = 67 (1,002 S.F.)
• BUSINESS AREAS 150 GROSS = 7(1,089 S.F.)
• KITCHENS, COMMERCIAL 200 GROSS = 2 (403 S.F.)
• WAREHOUSES = 500 GROSS 22 (11,228 S.F)
• TOTAL 100

2. PER SECTION 1005.3 - "MEANS OF EGRESS SIZING - REQUIRED CAPACITY BASED ON OCCUPANT LOAD":
• COMPONENT REQUIRED PROVIDED
• STAIRWAYS 0.3" X 101 = 30.3 IN. N/A
• OTHER EGRESS COMPONENTS 0.2" X 101 = 20.2 IN. 300 IN.

3. PER TABLE 1006.3.3 - "MINIMUM NUMBER OF EXITS OR ACCESS TO EXITS PER STORY":
• OCCUPANT LOAD PER STORY REQUIRED APPLICABLE
• 1-500 2 YES, 7 PROVIDED
• 501-1,000 3 N/A
• MORE THAN 1,000 4 N/A

4. PER TABLE 1017.2 - "EXIT ACCESS TRAVEL DISTANCE":
• OCCUPANCY REQUIRED ACTUAL
• B 200 FT. 50 FT.
• S-1 200 FT. 127 FT.

5. PER TABLE 1020.2 - CORRIDOR FIRE-RESISTANCE RATING":
• OCCUPANCY LOAD SERVED RATING (HR)
• B X>30 1

6. PER TABLE 1020.3 - "MINIMUM CORRIDOR WIDTH":
• OCCUPANCY MINIMUMN WIDTH PROVIDED
• ANY FACILITY NOT LISTED IN THIS TABLE 44 IN. 72 IN. MIN.

CHAPTER 11: ACCESSIBILITY
1. PER SECTION 1102 - "COMPLIANCE": BUILDINGS AND FACILITIES SHALL BE DESIGNED AND CONSTRUCTED TO 

BE ACCESSIBLE IN ACCORDANCE WITH THIS CODE AND ICC A117.1. THIS BUILDING HAS BEEN REVIEWED IN 
ACCORDANCE WITH CHAPTER 11 OF THE OHIO BUILDING CODE AS WELL AS ICC A117.1 - ACCESSIBLE AND 
USABLE BUILDINGS AND FACILITIES. REFERENCE DETAILS AS REQUIRED BY THESE CODES HAVE BEEN 
INCORPORATED BOTH IN ACCESSIBLE DETAILS AND WITHIN THE FLOOR PLAN.

2. PER TABLE 1106.2 - "ACCESSIBLE PARKING SPACES":
• TOTAL SPACES PROVIDED REQ. ACCESSIBLE SPACES
• 1 TO 25 1
• 26 TO 50 2
• 51 TO 75 3
• 76 TO 100 4
• 101 TO 150 5
• 151 TO 200 6
• 201 TO 300 7
• 301 TO 400 8
• 401 TO 500 9
• 501 TO 1,000 2% OF TOTAL
• 1,001 AND OVER 20 + 1 X [(N-1000)/100]
• PARKING SPACES SHALL BE PROVIDED AS REQUIRED ABOVE UNLESS OTHER SPECIFIC 

REQUIREMENTS ARE NOTED BY THE AUTHORITY HAVING JURISDICTION OVER ZONING.
3. PER SECTION 1106.6 - "VAN SPACES": FOR EVERY SIX OR FRACTION OF SIX ACCESSIBLE PARKING SPACES, 

AT LEAST ONE SHALL BE A VAN-ACCESSIBLE PARKING SPACES. THIS REQUIREMENT SHALL BE MET UNLESS 
OTHER SPCECIFIC REQUIREMENTS ARE NOTED BY THE AUTHORITY HAVE JURISDICTION OVER ZONING.

BUILDING CODE REVIEW (CONT'D)

CHAPTER 16: STRUCTURAL DESIGN
1. PER TABLE 1604.5 - "RISK CATEGORY OF BUILDING AND OTHER STRUCTURES":

• THIS BUILDING AND RELATED OTHER STRUCTURES HAS BEEN DESIGNED IN ACCORDANCE WITH 
RISK CATEGORY II. 

2. FOR DESIGN CRITERIA AND INFORMATION REQUIRED ON CONSTRUCTION DOCUMENTS AS NOTED FOR 
SECTION 1603 REFER TO DRAWING S-001. PRE-ENGINEERED METAL BUILDINGS, INCLUDING BUT NOT 
LIMITED TO, NUCOR BUILDING SYSTEMS/AMERICAN BUILDINGS/BUTLER MANUFACTURING/ETC. REFER TO 
DEFERRED SUBMITTAL WITH REQUIRED DESIGN RELATED INFORMATION. AS REQUIRED, THIS INFORMATION 
HAS BEEN COORDINATED AS REQUIRED BY CODE FOR THE MINIMUM DESIGN CRITERIA SET FORTH BY THE 
ADOPTED CODE.

CHAPTER 17: SPECIAL INSPECTIONS AND TESTS
1. PER SECTION 1704.3 - "STATEMENT OF SPECIAL INSPECTIONS": WHERE SPECIAL INSPECTIONS OR TESTS 

ARE REQUIRED BY SECTION 1705, THE REGISTERED DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE 
SHALL PREPARE A STATEMENT OF SPECIAL INSPECTIONS IN ACCORDANCE WITH SECTION 1704.3.1 FOR 
SUBMITTAL BY THE APPLICANT IN ACCORDANCE WITH SECTION 1704.2.3.

2. PER SECTION 1704.2.1 - "SPECIAL INSPECTOR QUALIFICATIONS": PRIOR TO THE START OF THE 
CONSTRUCTION, THE APPROVED AGENCIES SHALL PROVIDE WRITTEN DOCUMENTATION TO THE BUILDING 
OFFICIAL DEMONSTRATING THE COMPETENCE AND RELEVANT EXPERIENCE OR TRAINING OF THE SPEICIAL 
INSPECTOR WHO WILL PERFORM THE SPECIAL INSPECTIONS AND TESTS DURING CONSTRUCTION. 
EXPERIENCE OR TRAINING SHALL BE CONSIDERED TO BE RELEVANT WHERE THE DOCUMENTED 
EXPERIENCE OR TRAINING IS RELATED IN COMPLEXITY TO THE SAME TYPE OF SPECIAL INSPECTION OR 
TESTING ACTIVITIES FOR THE PROJECTS OF SIMILAR COMPLEXITY AND MATERIAL QUALITIES. THESE 
QUALIFICATIONS ARE IN ADDITION TO QUALIFICATIONS SPECIFIED IN OTHER SECTIONS OF THIS CODE.
• SPECIAL INSPECTOR QUALIFICIATIONS ARE TO BE SUBMITTED BY THE APPLICANT OR OWNER'S 

REPSENTATIVE.
3. PER SECTION 1704.3.1 - "CONTENT OF STATEMENT OF SPECIAL INSPECTIONS":

• THE MATERIALS, SYSTEMS, COMPONENTS AND WORK REQUIRED TO HAVE SPECIAL INSPECTIONS 
OR TESTS BY THE BUILDING OFFICIAL OR BY THE REGISTERED DESIGN PROFESSIONAL IN 
RESPONSIBLE CHARGE FOR EACH PORTION OF THE WORK.

• THE TYPE AND EXTENT OF EACH SPECIAL INSPECTION.
• THE TYPE AND EXTENT OF EACH TEST.
• ADDITIONAL REQUIREMENTS FOR SPECIAL INSPECTION OR TESTS FOR SEISMIC OR WIND 

RESISTANCE AS SPECIFIED IN SECTIONS 1705.12, 1705.13, AND 1705.14.
• FOR EACH TYPE OF SPECIAL INSPECTION, IDENTIFIICATION AS TO WHETHER IT WILL BE 

CONTINUOUS SPECIAL INSPECTION, PERIODIC SPECIAL INSPECTION OR PERFORMED IN 
ACCORDANCE WITH THE NOTATION USED IN THE REFERENCED STANDARD WHERE THE 
INSPECTIONS ARE DEFINED.

• AS REQUIRED, THE SPECIAL INSPECTIONS INCLUDING TYPE, EXTENT, AND FREQUENCY ARE 
PROVIDED ON DRAWING S-001. 

CHAPTER 18: SOILS AND FOUNDATIONS
1. THIS PROJECT DID NOT INCLUDE A GEOTECHNICAL INVESTIGATION. CODE MINIMUM WILL BE USED IN THE 

DESIGN OF THE FOUNDATION AS NOTED IN THE DESIGN CRITERIA.

CHAPTER 29: PLUMBING SYSTEMS
1. PER TABLE 2902.1 - "MINIMUM NUMBER OF REQUIRED PLUMBING FIXTURES": BASED ON 100 OCCUPANTS, 50 

MALE AND 50 FEMALE:
• FIXTURE REQUIRED PROVIDED
• WATER CLOSET - MALE 2 4
• WATER CLOSET - FEMALE 2 2
• WATER CLOSET - UNISEX -*1 1
• LAVATORIES - MALE 2 2
• LAVATORIES - FEMALE 2 2
• LAVATORIES - UNISEX -*1 1
• DRINKING FOUNTAINS 1 1
• OTHER - SERVICE SINK 1 1
• BATHTUBS/SHOWERS 4 4
• NOTE 1: UNISEX WATER CLOSETS AND LAVATORIES, IF APPLICABLE, ARE TO SERVICE EITHER SEX 

AS REQUIRED AND SHALL SUPPLEMENT THE PROVIDED NUMBER IF DESIGNATED WATER CLOSET 
AND/OR LAVATORY DOES NOT MEET THE REQUIRED.

OHIO BUILDING CODE 2024: OHIO BUILDING CODE 2024:
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SHIPPING/RECEIVING

111

HOBBY

112

RACK STORAGE

113

BULK STORAGE

114

UTILITY

115

MULTI-PURPOSE
ROOM

109

KITCHENETTE

110

OFFICE

108

RECEPTION

103

JANITOR'S
CLOSET

105

MEN'S R.R

107

FOYER

101

WOMEN'S R.R.

106

UNISEX R.R.

104

CORRIDOR

102

50' - 3"

11 sec

44' - 5"

10 sec

90' - 11"

21 sec

127' - 2"

29 sec

EXIT

EXIT

EXIT

EXIT

EXIT

EXIT

EXIT

EXIT

EXIT

EXIT

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

F.E.

K.B.

3 HR FIRE BARRIER - UL 419

1 HR FIRE PARTITION - UL 419

REFER TO SHEET A-002 FOR MIN UL 
LISTING REQUIREMENTS. ADDITIONAL 
FINISHES MAY BE APPLICABLE, REFER 
TO WALL SECTIONS ON A-301.

WALL LEGEND

F.E.

EXIT EMERGANCY EXIT SIGN

FIRE EXTINGUISHER

LIFE SAFETY LEGEND

K.B. KNOX/LOCK BOX

FIRE EXTINGUISHER NOTES

1. FIRE EXTINGUISHERS SHALL BE CLASSIFIED IN ONE OF THE FOLLOWING CATEGORIES: CLASS A, B, C, D OR K. THOSE 
CLASSIFIED IN CLASSES A OR B SHALL HAVE A RATING NUMBER FOLLOWED BY THE CLASS LETTER. THOSE 
CLASSIFIED IN CLASSES C, D, OR K ARE NOT REQUIRED TO HAVE A RATING NUMBER BUT SHALL HAVE A CLASS 
LETTER INDICATED.

2. FIRE EXTINGUISHERS SHALL BE PLACED ACCORDING TO THE TYPE AND SIZE OF FIRE MOST LIKELY TO OCCUR:
• CLASS A : ORDINARY COMBUSTIBLE MATERIALS SUCH AS WOOD, CLOTH, PAPER, RUBBER, AND MANY 

PLASTICS
• CLASS B : FLAMMABLE AND COMBUSTIBLE LIQUIDS SUCH AS PETROLEUM GREASES, TAR, OILS, OIL-BASED 

PAINTS, SOLVENTS, LACQUERS, ALCOHOLS, AND FLAMMABLE GASES
• CLASS C : ENERGIZED ELECTRICAL EQUIPMENT
• CLASS D : COMBUSTIBLE METALS SUCH AS MAGNESIUM, TITANIUM, ZIRCONIUM, SODIUM, LITHIUM, AND 

POTASSIUM
• CLASS K : COOKING APPLIANCES THAT INVOLVE COMBUSTIBLE COOKING MEDIA SUCH AS VEGETABLE OR 

ANIMAL OILS AND FATS

3. FIRE EXTINGUISHERS FOR CLASS A OR CLASS B SHALL BE CLASSIFIED BY LEVEL OF OCCUPANCY HAZARD:
• LIGHT (LOW) HAZARD: FIRES WITH LOW RATES OF HEAT RELEASE ARE EXPECTED, QUANTITY AND 

COMBUSTIBILITY IS LOW - LESS THAN 1 GALLON REQUIRED
• ORDINARY (MODERATE) HAZARDS: FIRE WITH MODERATE RATES OF HEAT RELEASE ARE EXPECTED, 

QUANTITIES AND COMBUSTIBILITY IS MODERATE - BETWEEN 1 AND 5 GALLON(S) REQUIRED
• EXTRA (HIGH) HAZARDS: FIRE WITH HIGH RATES OF HEAT RELEASE ARE EXPECTED, QUANTITIES AND 

COMBUSTIBILITY IS HIGH - MORE THAN 5 GALLONS REQUIRED

4. FIRE EXTINGUISHERS WITH A GROSS WEIGHT NOT EXCEEDING 40 LBS SHALL BE INSTALLED SO THE TOP DOES NOT 
EXCEED 5 FEET ABOVE FINISHED FLOOR. FIRE EXTINGUISHERS WITH A GROSS WEIGHT GREATER THAN 40 LBS SHALL 
BE INSTALLED SO THE TOP DOES NOT EXCEED 31/2 FEET ABOVE FINISH FLOOR. IN NO CASE SHALL THE CLEARANCE 
BETWEEN THE BOTTOM AND FINISH FLOOR BE LESS THAN 4 IN.

5. FIRE EXTINGUISHERS SIZE AND PLACEMENT FOR CLASS A HAZARDS:
• CRITERIA LOW MODERATE HIGH
• MINIMUM RATED (1) EXTINGUISHER 2-A 2-A 4-A
• MAX FLOOR ARE PER UNIT OF A 3,000 S.F. 1,500 S.F. 1,000 S.F.
• MAX FLOOR AREA FOR EXTINGUISHER 11,250 FT 11,250 FT 11,250 FT
• MAX TRAVEL DISTANCE TO EXTINGUISHER 75 FT 75 FT 75 FT

6. FIRE EXTINGUISHERS SIZE AND PLACEMENT FOR CLASS B HAZARDS:
• HAZARD TYPE MIN. EXTINGUISHER RATING MAX TRAVEL DISTANCE
• LIGHT (LOW) 5-B / 10-B 30 FT / 50 FT
• ORDINARY (MODERATE) 10-B / 20-B 30 FT / 50 FT
• EXTRA (HIGH) 40-B / 80-B 30 FT / 50 FT

7. FIRE EXTINGUISHERS FOR CLASS C FIRES SHALL BE SIZED AND PLACED IN A SIMILAR COORDINATED FASHION AS 
CLASS A AND CLASS B PENDING THE LEVEL OF HAZARD ASSOCIATED WITH THE AREA SERVED.

8. FIRE EXTINGUISHERS FOR CLASS D FIRES SHALL BE PLACED NOT MORE THAN 75 FT OF TRAVEL DISTANCE FROM 
POINT OF HAZARD. SIZE OF EXTINGUISHER SHALL BE DETERMINED BY THE RECOMMENDATION OF THE 
MANUFACTURER BASED ON HAZARD AND QUANTITY.

9. REFER TO NFPA 10 - STANDARD FOR PORTABLE FIRE EXTINGUISHERS FOR ADDITIONAL REQUIREMENTS.
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